
Secure & Versatile Car Mount with 360° Rotatable Telescopic Arm
Protect Your Mobile from Direct Airflow

Smart 360°™

Do you worry about your new iPhone gets damaged by the airflow from
the vent using conventional car mounts?

With MICRODIA Smart 360° Car Mount, the Freely Rotating Telescopic Arm
will securely hold your new phone at above the airflow.
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FEATURES:
• INNOVATIVE DESIGN – Extended rotating arm to prevent damages to phone battery from direct A/C vent 

airflow.

• SAFELY IN VIEW - Keep your smartphone in sight at eye level and ready for GPS directions, streaming 
music, and hands-free calls.

• VENT VERSATILITY - The soft cushion rotating clip mounts your device firmly and securely onto any vent 
(horizontal, vertical, and angled).

• EXTENDS UP TO 3.5" (9.0 CM) – Smart 360° has a spring loaded expandable jaw which extends up to 
3.5" to support larger smartphones and phablets with up to 6" screens (diagonal).

• SHOCK PROOF DESIGN - providing a stable viewing environment and firmly hold your devices over the 
roughest of terrains.

• EASY ADJUSTMENT – 360-degree Rotation for portrait and landscape view.

• SAFE MATERIAL - Non-toxic and odorless materials with high stability ensure relaxed and long-term usage. 
Non-magnetic material, no mobile signal interference.

SPECIFICATIONS:
 • Model No. : Smart 360

 • Dimension : 12 x 6.5 x 6.5cm

 • Weight  : Approx. 100g

 • Color  : Black, White

 • Compatibility : Compatible with all mobile devices under 3.5-inch wide

 • Warranty  : Backed by MICRODIA One-Year Limited Warranty

 • Package Content : Smart 360 Smart Phone Car Mount, 
    User Instructions

360° Head & Body Rotation
for Landscape and Portrait view

Easy One-Touch Grip
Allows Mounting & Releasing with
a Slight Push

Available Vent Types
The gap between each vent frames should be less 
than 1.6cm (0.63 inch) and more than 0.8cm (0.31 
inch). If your vent has only 2 or 3 frames, please 
check the gap size.

Max 1.6cm

Min 0.8cm

MICRODIA is an ISO 14001
and ISO 9001 certified company.

MICRODIA endeavour to ensure that the information on this packing is correct and fairly stated, but does not accept liability for 
any error or omission. The development of MICRODIA products and services are continuous and published information may not 
be up-to-date. It is important to check the current position with MICRODIA. MICRODIA is registered trademarks of MICRODIA 
Ltd. All other trademarks are the property of their respective owners. Design and specifications are subject to change without 
notice. All pictures shown are for illustration purpose only, actual products may differ.
ⓒ2019 MICRODIA Corp.  All rights reserved.
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